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0.00 0.00 UCIP DS_ID:22687
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 1.5-inch galvanized iron 
electrical conduit through the levee, at an unknown depth. 
Horizontal catwalk in stream to gauging station. Electrical 
control house/shed 30 feet from the landside (LS) toe. 
[Additional Reference(s): DWR Levee Log, 2005].
Entry Last Updated : 4/16/2021

CrossingConduit4 UCIPAPR2021

0.00 0.00 Mark Right bank levee Old River at the left bank levee Middle 
River.  Crown width 20.0 feet, improved crown roadway.
Entry Last Updated : 11/17/2015

CrownBoundary2 GEILEVEELOG

0.00 0.00 Structure Water stage recorder in the stream, timber walkway to the 
recorder.
Entry Last Updated : 11/17/2015

Water SideGauge3 GEILEVEELOG

0.00 0.00 Ramp Entry Last Updated : 11/17/2015Water SideRamp24 LEVEELOG

0.00 1.14 Revetment Waterward slope cobble revetted by the District 1968.
Entry Last Updated : 11/16/2015

Water SideCobble1 GEILEVEELOG

0.01 0.01 Structure Entry Last Updated : 1/19/2021Land SidePole - Utility56 LEVEELOG

0.01 0.01 Ramp Unpaved access ramp on L/S slope and crown. Appx 12-ft 
wide on slope, 15-ft wide at crown. Ruts on ramp appx 3-
in wide, up to 3-in deep. Does not cut into levee prism.
Entry Last Updated : 1/19/2021

Land SideRamp28 USACEINSPECT

0.01 0.01 Structure Shed for electrical equipment at landside toe.
Entry Last Updated : 11/17/2015

Land SideBuilding57 LEVEELOG

0.02 0.02 UCIP DS_ID:22688
EP_NO: 6708
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch coated steel irrigation 
discharge pipe through the levee, 5 feet below the crown. 
Slant pump on the waterside (WS) slope. Air valve on the 
landside (LS) shoulder. Electrical conduit through the 
levee. Pipe discharges into a distribution box on the LS 
toe. (Plans to install a new pump and pipe through the 
levee authorized under Permit No. 6708, 1969 - Cyril S. 
Lamb Jr.). [Additional Reference(s): DWR Levee Log, 
2005].
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Pipe6 UCIPAPR2021

6708
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0.02 0.47 Ditches Concrete lined ditch appx 5- to 12-ft from L/S toe. Appx 4-
ft wide, up to appx 2.5-ft deep. Dry condition. Does not cut 
into projected levee prism.
Entry Last Updated : 1/19/2021

Land SideLined29 USACEINSPECT

0.02 0.02 Ramp Ramp on landward slope.
Entry Last Updated : 11/16/2015

Land SideRamp8 GEILEVEELOG

0.17 0.17 Miscellaneou
s

Entry Last Updated : 11/17/2015Land SideTurnout59 LEVEELOG

0.25 0.25 Ramp Unpaved access ramp on L/S slope and crown. Appx 15-ft 
wide on slope, 30-ft wide at crown. Does not cut into levee 
prism.
Entry Last Updated : 1/19/2021

Land SideRamp33 USACEINSPECT

0.27 0.27 Revetment Levee reconstructed bv the USCE, 1958, Sites T, S and 
Q.  Waterward slope revetted, 15 feet high.
Entry Last Updated : 11/16/2015

Water SideRock10 GEILEVEELOG

0.37 0.37 Gate 12-ft-wide metal non-locking gate on crown.
Entry Last Updated : 1/19/2021

CrownMetal34 USACEINSPECT

0.38 0.38 Structure Utility poles at L/S toe with overhead utility lines that do 
not traverse the levee. 2-in conduit connected to pole 
traverses levee, poles are used as power supply for R/S 
pump (point 0029). Permit No. 5425; 'No Objection' letter 
present.
Entry Last Updated : 1/19/2021

Land SidePole - Utility36 USACEINSPECT

5425

0.38 0.38 UCIP DS_ID:22689
EP_NO: 5425
Crossing Status: Found
FIELD_STRUCT_DESC: 14-inch coated steel irrigation 
discharge pipe and electrical conduit through the levee, 4 
feet below the crown. Slant pump on the waterside (WS) 
slope. Pressure breaker on the WS slope. Pipe 
discharges into a concrete standpipe box on the landside 
(LS). (Plans to install an irrigation pump and one 18-inch 
pipeline in and on the levee authorized under Permit No. 
5425, 1966 - Carl H. Stark). [Additional Reference(s): 
DWR Levee Log, 2005].
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Pipe13 UCIPAPR2021

5425

0.38 0.38 Mark Stationing markers on R/S and L/S hinges of crown, 
spaced appx 100- to 500-ft apart along levee length.
Entry Last Updated : 1/19/2021

CrownMarker35 USACEINSPECT
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0.49 0.49 Mark Stationing marker.
Entry Last Updated : 11/17/2015

CrownMarker61 LEVEELOG

0.53 0.53 Miscellaneou
s

Entry Last Updated : 11/17/2015Water SideTurnout62 LEVEELOG

0.54 0.54 Ramp Unpaved access ramp on L/S slope and crown. Appx 15-ft 
wide on slope, 30-ft wide at crown. Does not cut into levee 
prism.
Entry Last Updated : 1/19/2021

Land SideRamp41 USACEINSPECT

0.65 0.65 Mark Station marker.
Entry Last Updated : 11/17/2015

CrownMarker63 LEVEELOG

0.66 0.66 UCIP DS_ID:22690
EP_NO: 6178
Crossing Status: Found
FIELD_STRUCT_DESC: 14-inch coated steel drainage 
discharge pipe through the levee, 7 feet below the crown. 
Pump on a platform, 60 feet from the landside (LS) toe. 
Siphon breaker on the waterside (WS) shoulder. (Plans to 
replace a discharge pipe through the levee authorized 
under Permit No. 6178, 1968 - Carl H. Stark). [Additional 
Reference(s): DWR Levee Log, 2005. USACE San 
Joaquin O&M Manual 8, 1968, (HLM 0.67), referenced as 
8 feet below the crown].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Pipe16 UCIPAPR2021

6178

0.66 0.66 Structure Entry Last Updated : 1/19/2021Land SidePole - Utility19 GEILEVEELOG

0.70 0.70 Structure Utility poles and guy wires at L/S toe and appx 10-ft from 
L/S toe. Overhead utility lines do not traverse the levee.
Entry Last Updated : 1/19/2021

Land SidePole - Utility45 USACEINSPECT

0.75 0.75 Structure Entry Last Updated : 1/19/2021Land SidePole - Utility65 LEVEELOG

0.78 0.78 Structure Entry Last Updated : 1/19/2021Land SidePole - Utility66 LEVEELOG

0.83 0.83 Structure Entry Last Updated : 1/19/2021Land SidePole - Utility67 LEVEELOG

0.83 0.83 Structure Entry Last Updated : 1/19/2021Land SidePole - Utility68 LEVEELOG

Page 3 of 4Report Created : Monday, August 23, 2021   11:36



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

RD0001

Waterway

Unit No. 01 Old River

Bank

Right

Unit Miles

1.14

Reclamation District No. 0001 Union Island

Inspector

Dustin
Sanoski

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

0.85 0.94 Ditches Lined ditch appx 12- to 15-ft from L/S toe. Appx 4-ft wide, 
up to appx 2.5-ft deep. Dry condition. Appx 400-ft extent. 
Does not cut into projected levee prism.
Entry Last Updated : 1/19/2021

Land SideLined51 USACEINSPECT

0.85 0.85 UCIP DS_ID:22691
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 14-inch irrigation discharge pipe 
of an unknown material and a 2-inch electrical conduit of 
an unknown material through the levee, 6 feet below the 
crown. Pump on a pile structure in the stream. Air valve 
on the landside (LS) shoulder. 30-inch concrete standpipe 
on the LS toe. [Additional Reference(s): DWR Levee Log, 
2005. USACE San Joaquin O&M Manual 8, 1968, (HLM 
0.86)].
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Pipe20 UCIPAPR2021

0.86 0.86 Ramp Unpaved access ramp on R/S slope and crown. Appx 12-
ft wide on slope, 25-ft wide at crown. Cuts appx 1-ft into 
levee prism.
Entry Last Updated : 1/19/2021

Water SideRamp49 USACEINSPECT

0.87 0.87 Mark Station marker.
Entry Last Updated : 11/17/2015

CrownMarker70 LEVEELOG

1.10 1.10 Ramp Unpaved access ramp on R/S slope and crown. Appx 12-
ft wide on slope, 25-ft wide at crown. Does not cut into 
levee prism.
Entry Last Updated : 1/19/2021

Water SideRamp52 USACEINSPECT

1.14 1.14 Mark End Reclamation District No. 1 right bank Old river at the 
upstream boundary of Reclamation District 2098 and 
internal crosslevee.
Entry Last Updated : 11/16/2015

CrownBoundary23 GEILEVEELOG
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